
Cleaning Instructions
(Updated version by valto Rev.11  Status as of 09/2025)

  
For Glasbord® - Fiberglass Reinforced Plastic Panels (FRP) 

 
 
Frequency 
 
Cleaning should be performed regularly according to the recommended cleaning cycles, but at least once a week, 
to avoid the buildup of contaminants and dirt. A mild cleaning/disinfecting solution is entirely sufficient. 
 
Cleaning Agents 
 
A 5–10% solution of sodium triphosphate in water, not exceeding a temperature of 130°F (55°C), may be used. 
If sodium phosphate is not available in your area, you may use a 5–10% dilution of your standard household 
dishwashing detergent. 
If it is necessary to use a cleaning agent approved by the USDA or FDA, a neutral cleaner (pH between 6.5 and 
7.5) should be preferred. 
Always follow the manufacturer’s instructions. 
Do not use any cleaner or stain remover containing chlorinated hydrocarbons or aromatic hydrocarbons. In all 
cases, refer to the list of chemical resistances. 
Do not use abrasive cleaning agents. 
 
Method of cleaning 
 
The textured surface of Glasbord is best cleaned using a foaming cleanser (alternatively, with a sponge or soft 
brush). Apply the cleaning agent and spread it over the surface using scrubbing or circular motions. Avoid 
overdosing the agent, and adhere to the recommended contact times. 
 
Rinse thoroughly to remove all residues of the cleaning agent, as remaining residues can form a film that gives 
the wall a dull and dirty appearance.
When using a specialized cleaner, please follow the manufacturer’s specifications.
Test the cleaner on a small, inconspicuous area before applying it to the entire surface.

When soft joint sealing is present, only low-pressure cleaning equipment may be used.
If a high-pressure cleaner is used, the following requirements must be strictly observed:
 Minimum distance between the spray gun and the surface: 30 cm
 Maximum pressure: 120 bar
 Maximum water temperature: 50°C

 

Cleaning Limescale Deposits 

 

Cleaning agent 

 

10% solution of acetic acid in cold water. 

 

Cleaning method

 

Use as described above. Rinse well with cold water to remove all acetic acid residues.. 

 
 

Note

 

If the textured surface becomes dull or worn, it may no longer be possible to fully clean it.

 
 
 

 
 

Disclaimer 
The facts and recommendations provided in these cleaning instructions are based on our research and/or third-party research and are, to the best 
of our knowledge, correct. However, no guarantee is given as to their accuracy, and the described products are sold – unless otherwise specified 
in written contracts – without express or implied conditions or warranties. The purchaser should conduct their own tests to determine whether 
these products are suitable for the intended use. The contents of these cleaning instructions should not be construed as a recommendation for 
use or as a license to operate under or as an infringement of existing patent rights. (Status as of 01/02/2021) 


