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INSTALLATION GUIDE

STEP 1
Install Sanigrid II wall angle at desired height around perimeter of room in the usual manner.  
Use non-corrosive fasteners appropriate for wall material.  Pre-drill appropriate size hole for 
fastener. 

STEP 2
Install hanger eyes and wire at appropriate spacing per chart.  Use galvanized anchors and 12 ga. 
galvanized metal, or stainless steel wire.  (Use corrosion-resistant materials suitable for the intended 
environment).

STEP 3
Secure main runners to hanger wires and make leveling adjustments.  Where main tees butt, secure 
with connector clip.  Additional holes may be drilled in main tees as required for proper alignment with 
hanger wires.  Space holes no closer than 4" (102 mm) from end of tee or another hole. 
IMPORTANT: Light  xtures must be installed to hang independently of the grid system.

STEP 4
Where the main runner meets the wall angle, cut away the face of the runner so that the vertical web 
will rest on the wall angle.  Scoring the runner on both sides of the verticle and horizontal web will 
assist in providing a clean break.

STEP 5
Install a wall anchor clip and a diagonal hanger wire.  This will prevent shifting and misalignment of 
the main runners.

STEP 6
Install cross tees by positioning tee at the cross tee notch on the main tee.  Both ends must be 
positioned at the same time.  Then simply twist the cross tee into position.  At the cross tee wall angle 
junction, cut away the face and install wall anchor as was done for the main runners.

STEP 7
Install lay-in ceiling panels in the usual manner.

STEP 8
Install two hold down clips along the cross tees only.  Hold down clips are intended only to hold 
panels in position.  They will not prevent warping under severe conditions.
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Einlegeplatten für die gängigen Deckenrastersysteme 
(z.B. Odenwald oder Armstrong)

Material Strukturiert Länge/Breite Brandklasse*

Glasbord® CGI 2,5 mm 600x600 mm E
Glasbord® CGI 2,5 mm 620x620 mm E

Glasbord® FX-FM 2,3 mm 620x620 mm B-s2-d0

						                            *Brandklasse DIN EN 13501-01	
					   

Farbe: 		  weiß
			S   onderfarben auf Anfrage
Oberfläche:		  strukturiert (embossed)

Einsatzbereich - Labor

Deckenplatten in der üblichen Weise in ein Deckenrasterystem 
einlegen. 

Halteclips installieren. 
 

Hydewa Einlegeplatten für 
Rasterdecken

Installation
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• Nahrungsmittelindustrie

• Küche & Catering

• Gesundheitswesen (Krankenhaus, Labore, Reinräume)

• Sanitärbereiche

• Surfaseal® Folienversiegelung

• Leichte Reinigung

• Hygienisch, Ästhetisch und optisch ansprechend

• Lebensmittelecht

• Chemikalienbeständig, keine Angriffsfläche für Mikroorganismen

• Fixierung mit verborgenen Befestigungen möglich (Halteclips)

• Einfacher Austausch der bestehenden Einlegeplatten möglich

• Brandklassifizierung B-s2-d0 bei FXE (FXFM)

• Brandklassifizierung E bei CGI

• FM Zertifizierung (FXE (FXFM))

• Lebensmittelunbedenklichkeitsbescheinigung

• Reinigungsfähigkeit

Vorteile 

Zertifikate 

Einsatzbereiche 



4

Hydewa® GmbH · Hydewaplatz 1-3 · 
D-95466 Weidenberg 
Tel. +49 (0)92 78 / 9 70-0 
Fax +49 (0)92 78 / 9 70-50
info@hydewa.com · www.hydewa.com

Wir helfen gerne !
Selbstverständlich stehen wir Ihnen mit unserem
Fachwissen zu Verfügung.

Sie haben Anregungen?
Um Ihnen als Kunde gleichbleibend gute Qualität
zu liefern, werden die Produkte sowie unsere 
Produktionsanlage ständig weiterentwickelt und 
verbessert.
Sollten Sie Fragen zu unseren Produkten haben
oder Anregungen anbringen möchten, wenden 
Sie sich bitte an:


