
HYDEWA

PIR-SANDWICHPANEL
WITH GLASBORD®/ FRP Surface



Front side selectable from:

Material embossed smooth Fire class 
Panel*

Glasbord®PWI-P 2,3 mm E
Glasbord®FX-FM 2,3 mm E

Glasbord®FS-FM 1,9 mm E

Glasbord®PSI-F 1,9 mm E
Glasbord®FX 1,9 mm E

Standard- FRP LX-E 1,5 / 1,8 / 2,0 mm E
Standard- FRP LX-P 2,0 mm E

							                       *(Fire class DIN EN 13501-01)

Rear side:		  See front or 1.2 mm FRP, or 0.5 mm sheet steel, or 0.08 	
				    mm coarse-grain aluminum foil

Core material:		  PIR rigid foam

Dimensions:		  up to 12000 mm, lengths depend on the structural condi-	
				    tions and the panel thickness

Cover width:		  1190 mm 

Panel thickness:	 20 mm, 40 mm, 60 mm, 80 mm, 100 mm, 			 
				    120 mm, 140 mm

Panel connection: 	 Groove and loose PIR tongue for 80-140 mm panel thick	
				    ness. Hard fiber or GRP tongue for 60 mm panel thickness  
				    HDPE tongue for 20-40 mm panel thickness H mounting 	
				    profile

						    

Hydewa PIR-Sandwichpanel

Hydewa PIR sandwich panel - consisting of a PIR core with cover layers on both sides.

• Surfaseal® film sealing for Glasbord® surfaces
• Easy to clean, moisture resistant
• Hygienic, aesthetic and visually appealing
• Cold-resistant
• Food-safe
• Resistant to a wide range of chemicals
• No attack surface for microorganisms
• Mechanically highly resilient
• Easy to install
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Suitable for pre-wall installation, partition walls and ceilings indoors

• Food industry
• Cold storage rooms & warehouses
• Kitchens & catering
• Healthcare (laboratories, clean rooms)
• Sanitary areas
• Agriculture & hobby

For the joint, we recommend Hydewa hps-1c or Hydewa hps-2k joint 
sealant, which is injected using a joint press and then smoothed. It 
should be noted that under certain conditions (chemicals, smoke, etc.), 
joints may become discolored. However, as long as the joint remains phy-
sically intact, there is no need to replace it. Cracked or damaged joints 
can be replaced without any problems.
In the event of component movement (settlement, expansion behavior 
of the materials due to extreme climatic fluctuations, moisture, etc.), we 
recommend soft jointing with Hydewa hps-1c.

Hydewa  hps-2k

Attachment shell

Grouting

Certificates

• Fire classification E
• Food safety certificate 
   (surface & joint sealants)
• HACCP certification (surface of Glasbord®)
• Greenguard (Surface of Glasbord®)

Areas of application
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We are happy to help!
Of course we are at your disposal with our 
expertise at any time.

Do you have any suggestions?
To provide you, the customer, with consistent-
ly good quality, the products and our production 
plant are are constantly being developed and 
improved.
If you have any questions or suggestions about 
our products, do not hesitate to contact us:

Hydewa® GmbH · Hydewaplatz 1-3 · 
D-95466 Weidenberg 
Tel. +49 (0)92 78 / 9 70-0 
Fax +49 (0)92 78 / 9 70-50
info@hydewa.com · www.hydewa.com


